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Part No. 7006

CHAIN LUBE

Physical Data
BOILING POINT: BT 189 – 200 ºF

SPECIFIC GRAVITY/DENSITY: 0.7087

SOLUBILITY: Not soluble in water

VAPOR DENSITY: BT 3.2 – 3.5

VAPOR PRESSURE: BT 30.0 – 106.0 mmHG

PROPELLANT: Propane-Isobutane-n-Butane

EVAP. RATE: 100%

AEROSOL FLAMMABILITY LEVEL: EXTREMELY FLAMMABLE

DOT PROPER SHIPPING NAME: CONSUMER COMMODITY 
ORM-D, PETROLEUM OIL NOI NMFC 155250

VOC: 100%

General Description
Provides the user with the ultimate in lubrication qualities along with 
a special property that prohibits the product from “flying off” under 
high velocity applications.

Product Benefits
• Durable lightweight grease fortified with Moly Sulfide and 

anti-wear additive

• For use in: any chain driven application, motorcylces, and motor 
bikes

• Drys after entering chain links or cable stands 

• Quiets noise

• Prevents oxidation leading to longer life

Directions
Insert extension tube into spray tip. This affords user a more 
economical application by reducing over-spray and waste. Lubricate 
outer side plates of chain first, then repeat on the inside of side 
plates. Make sure that each link is lubricated in this fashion by 
rotating sprockets. Permit product to seep for a few minutes before 
operating chain. This will permit complete coverage.

Handling
Wash thoroughly after handling. Do not get into eyes, on skin or on 
clothing. Do not smoke while using this product. Do not use near 
excessive heat, sparks, or open flame. Store in clean, dry locations 
sway from excessive heat. Store in areas designated for the storage 
of Level III Aerosols according to NFPA 30B (manufacturing and 
storage of aerosol products).
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SHIPPING INFORMATION

Part # Net Wt Liquid or Aerosol Qty/Cs Lbs/Cs Cs/Pal Cs/ Layer
Layer/ 

Pal

7006 10 OZ AEROSOL 12 10.92 147 21 7

SHIPPING INFORMATION

Case (Inches) Unit (Inches) UPC Codes

PART # Length Depth Height Length Depth Height Individual Case

7006 11 8.38 8.5 2.69 2.69 7.81 0-92443-70060-9 0-00-92443-70062-3
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